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Double-shaft multiple-blade circular saw WD200/240/M

The circular saw WD200/240/M is made from welded steel sections which are the corps of the machine, from the top clamp device from the security covers. 

There are 2 sections welded together witch come as the main part of the machine body.

· One section comes as the main corps made from channel bar (300 or 350mm) and a steel sheet (16mm). On the corps there are 2 engines of the saw shaft and two “swimming” saw shafts together with the positioning devices.

· The second section is made from the channel bar (100mm) [and it is the base for the bearings of the 5 bottom slide rollers], from slide drive motoreducer and from 3 lines of triggers against recoils. 

The top clamp contains:

· slide transforming elements,

· 2 clamp rollers,

· the control device of positioning the clamps,

· two lines of triggers against recoils,

· the cover.

Security covers:

· belting gear cover,

· slide rollers' drive cover,

· cover for the blades shaft access.

For the clients wish we can supply extra movable tables for incoming and outgoing  wood, intersaw gears and sleeves which make it possible double to accomplish the saw interface before the saws are installed.

Double-shaft multiple-blade circular saw WD200/240/M

In a way to get the max. high of cutting (180mm) there are 2 blade shafts placed one above another moved along each other in the plain plumb-line to the shaft. Both of the blade shafts fixed on the supports, which make possible positioning the shafts in the plain plumb-line. That’s why it is possible to use circular saw of different diameter (200:300mm) saw blades according to the thickness of the cut material. The slide mechanism contains four permanent bottom rollers and two liftable top rollers – where all of them have the drive transferred from motoreducer by the device made of chain and toothed gears. The top rollers clamp is regulated by the device of the clamp lifting. 

Double-shaft multiple-blade circular saw WD200/240/M

The circular saw may cut piles (logs) of the unlimited thickness. 

Or the thickness of the cut pile is unlimited.

	Circular saw diameter 
	200 - 300 mm

	Max. thickness of the cut pile
	200 mm

	Min. thickness of the cut pile
	20 mm

	Max. width of the saw - interface
	320 mm

	Max. saw blades no.:
	 

	1. Bottom verge
	10 szt.

	2. Top verge
	10 szt.

	Verge diameter
	60 mm

	Engine power disk blades drive:
	 

	1. Bottom verge
	11 ÷ 22 kW

	2. Top verge
	11 ÷ 22 kW

	Engine rev blades drive
	2900 rev/min

	Blades shaft rev
	3600 rev/min

	Engine power slide drive
	1.1 kW

	Engine rev slide drive
	1450 rev/min.

	Range speed slide
	0 ÷ 20 m/min

	Power supply
	3 x 400V, 50Hz

	Frame saw efficiency
	up to 3m³/h

	Sawdust draining nozzles
	2 x 150 mm

	Noise emission
	below 95 [dba]

	Overall dimensions (length x width x height)
	1280 x 1000 x 1540 mm

	Entire mass of the frame saw
	1400 kg


